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United States: Contains FCC ID: A8TBM71S2
With respect to radio-frequency exposure, this module is  
approved for installation into mobile and/or portable host  
platforms and can be safely operated within 20 cm from the 
user.

the party responsible for compliance could void the user‘s 
authority to operate the equipment.
This device complies with Part 15 of the FCC Rules. Operation 
is subject to the following two conditions:
(1) this device may not cause harmful interference, and
(2) this device must accept any interference received, including 
interference that may cause undesired operation.
This equipment has been tested and found to comply with the 
limits for a Class A digital device, pursuant to part 15 of the 
FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference when the equipment is 
operated in a commercial environment. This equipment  
generates, uses, and can radiate radio frequency energy and, if 
not installed and used in accordance with the instruction manual, 
may cause harmful interference to radio communications. 

Operation of this equipment in a residential area is likely to cause harmful interference in which case the user will be required 
to correct the interference at his own expense.

Canada: Contains transmitter module IC: 12246A-BM71S2
This module is approved for installation into mobile and/or portable host platforms.

authority to operate the equipment.
This device complies with Industry Canada‘s license exempt RSSs. Operation is subject to the following two conditions:
(1) This device may not cause interference; and
(2) This device must accept any interference, including interference that may cause undesired operation of the device.

Le présent appareil est conforme aux CNR d‘Industrie Canada applicables aux appareils radio exempts de licence. 
L‘exploitation est autorisée aux deux conditions suivantes:
(1) l‘appareil ne doit pas produire de brouillage;
(2) l‘utilisateur de l‘appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d‘en 
compromettre le fonctionnement.

Argentina: CNC-ID: C-23678  

Brazil: ANATEL ID:  04579-19-02399 
Este equipamento não tem direito à proteção contra interferência prejudicial e não pode causar interferência em sistemas 
devidamente autorizados.

China: CMIIT ID: 2019DJ7096

Mexico: IFT-ID: RCPHALP20-2285 
La operación de este equipo está sujeta a las siguientes dos condiciones: 
(1) es posible que este equipo o dispositivo no cause interferencia perjudicial y 
(2) este equipo o dispositivo debe aceptar cualquier interferencia, incluyendo la que pueda causar su operación no deseada.
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